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BUFFER TUBE KIT (TEMP-BTK) 
Model Number: Temp-BTK 

Item Number: M-001-0173 

 

TEMP-BTK is a sensor accessory for: 

• TEMP-L-W 

• TEMP-L-S  

• TEMP-L-W  

• TEMP-UL-S 

• EAPro-ULS 

 

Please note: 

• Winland recommends using glycerin (Temp-G-B) with the Buffer Tube Kit. The 

operating range for glycerin is -47.2 to +77.0 °F to (-44.0 to +25.0 °C). To monitor 

temperature below freezing 32 °F (0 °C), glycerin must be mixed with water, 

maximum low limit of -47.2 °F (-44.0 °C). Follow instructions for mixing solution 

with water (distilled water is recommended). 

 

Features: 

• Buffer Tube holder with screw holes (approximately 0.153”(3.90mm) and slots for zip tie(s) 

• Slows the sensor rate-of-change versus fast-reacting air temperature reading 

• Monitor temperatures above and below freezing 

• Avoid nuisance alarms for cooler/freezer from short duration of defrost / open door.  

• Consider Winland accessories: 

o Temp-G-B (Glycerin Bottle) 

o Temp-S-K (Splice Kit) 

 

Specifications: 

Contents 1-white cap w/bonded septa (grommet) 

1-40mL glass tube 

1-plastic buffer tube holder 

Tube Dimensions 4.0” x 1.0” (10.16cm x 2.54cm) 

 

 

 

   Plastic Buffer Tube Dimensions: 
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